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Huebsch’s versat i le microproces-
sor control enables you to s tore 
temperature and speed set t ings 
to ensure consis tent , top qual i t y 
resul ts . Temperatures can be set 
up to 355 degrees, whi le there 
are mult iple speed set t ings.

MICROPROCESSOR 
CONTROL

QUALITY BY DESIGN 
Our heated cylinder f inishers are equipped with a frequen-
cy-controlled motor, suspended roll and Nomex ironing belts 
to deliver top-of-the-industry results. 

THE RIGHT SIZES
Huebsch® flatwork finishers are offered in finished widths of 
55, 66, 79, 82, 102 and 126 meaning there’s a size to fit the 
needs of any size laundry.

EXCELLENT EFFICIENCY 
Thick, polished steel cylinders maintain even heat and help 
make the f inishers highly ef f icient. A totally enclosed cabinet 
also contributes to its energy ef f iciency.
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Models I10 FCU13X66 FCU13X82 FCU20X79 FCU20X102 FCU20X126
Roll Diameter  - in (mm) 10 (254) 13 (320) 13 (320) 20 (502) 20 (502) 20 (502)

Finishing Width - in (mm) 55 (1400) 66 (1664) 82 (2080) 79 (2000) 102 (2600) 126 (3200)

Ironing Speed - ft/m (m/m) 7-13 (2-4) 3-20 (1-6) 3-20 (1-6) 5-26 (1.5-8) 5-26 (1.5-8) 5-26 (1.5-8)

Ironer Dimensions (working position)

Width - in (mm) 70 7/8 (1800) 86 1/2 (2194) 102 3/4 (2610) 108 1/4 (2750) 132 (3350) 155 1/2 (3950)

Depth - in (mm) 16 1/2 (420) 30 (765) 30 (765) 41 1/2 (1052) 42 3/4 (1087) 42 3/4 (1087)

Height - in (mm) 39 5/8 (1005) 43 3/4 (1110) 43 3/4 (1110) 48 1/2 (1232) 48 1/2 (1232) 48 1/2 (1232)

Roll Motor - HP (kW) N/A .24 (.18) .24 (.18) .50 (.37) .50 (.37) .50 (.37)

Roll Exhaust Motor - HP (kW) N/A 0.17 (0.125) 0.17 (0.125) 0.34 (0.255) 0.34 (2 x 0.255) 0.34 (2 x 0.255)

Roll Exhaust Duct - in (mm) N/A 6 (150) 6 (150) 6 (150) 6 (2 x 150) 6 (2 x 150)

Electric Heating

E heat input power - HP (kW) N/A 32.6 (24.3) 37.4 (27.9) 49.9 (37.2) 72.4 (54.0) 86.9 (64.8)

Electrical Requirements - 
Circuit Breaker

230/60/3 - 25 230/60/3 • 80 230/60/3 • 80

Gas Heating

Maximum Gas Input  
- Btu (kW)

N/A 85,303 (25) 102,364 (30) 122,837 (36) 177,431 (52) 225,201 (66)

Gas Inlet - in (mm) N/A 3/4 (19) 3/4 (19) 3/4 (19) 3/4 (19) 3/4 (19)

Electrical Requirements - 
Circuit Breaker

N/A 120/60/1 • 15 120/60/1 • 15 230/60/3 • 15 230/60/3 • 15 230/60/3 • 15

Shipping Dimensions

Height - in (mm) 45 1/4 (1150) 49 5/8 (1260) 49 5/8 (1260) 59 (1550) 59 (1550) 59 (1550)

Width - in (mm) 74 (1880) 86 1/4 (2190) 102 3/4 (2610) 113 1/2 (2885) 137 1/4 (3485) 160 3/4 (4085)

Depth - in (mm) 19 11/16 (500) 31 1/2 (800) 31 1/2 (800) 43 (1095) 43 (1095) 43 (1095)

Weight - lb 
(kg)

Electric 328 (149) 1069 (485) 1235 (560) 2833 (1285) 3483 (1580) 4034 (1830)
Gas N/A 1025 (465) 1191 (540) 3120 (1415) 3549 (1610) 4299 (1950)

Net Weight - 
lb (kg)

Electric 287 (130) 959 (435) 1080 (490) 2249 (1020) 2778 (1260) 3241 (1470)
Gas N/A 904 (410) 1025 (465) 2535 (1150) 2844 (1290) 3505 (1590)

Approvals ETL CSA CSA CSA CSA CSA


