TOP LOAD WASHERS

Speed Queen.

RENOWNED| FOR COMMERCIAL-GRADE CONSTRUCTION.

CURVED, FOUR-VANE AGITATOR
« Delivers an extra-long, 210-degree agitation stroke
—longest in the industry — with 68 strokes per minute
for superb washing results

HEAVY-DUTY 2 HP, TWO-SPEED MOTOR
 Provides excellent spin speed for
maximum water extraction
- Allows faster drying and energy savings

SPIN AND DRAIN
- Keeps dirty water moving during the drain process,
forcing it to the outer tub for better wash results

COMMERCIAL-GRADE STEEL CABINET
« Three-coat, commercial-grade finish keeps washer
looking new for years to come

EXTRA-LARGE 3.3 CU. FT.
STAINLESS STEEL TUB

- Won't corrode, chip, crack or pit with normal use

INDUSTRY-LEADING,

TRANSFERRABLE WARRANTY
« Three years parts & labor
» 5 years on motor & cabinet®
- 10 years on transmission
- Lifetime on all stainless steel washtubs and
outer draintubs.”

* Limited. See Speed Queen warranty bond for details.



TOP LOAD

WASHER

SPECIFICATIONS

AWN412 — 2-Speed M

otor, 8 Cycles, 3 Water Temperafures
Model AWN412 AWN432 AWN542 e
Color: White v v v p /7
3.3 cu.ft. Stainless v v v - =
Steel Washtub e e e
Galvanized Metal v v v e
\Washer Cabinet
ottt v v v é\):\t/rEArgr%s; g;)?ir:)?]ed Motor, 17 Cycles, 3 Water Temperatures,
Tub Volume - cu. ff. 3.3 3.3 3.3 o
Overall Dimensions - 43" x 25 5/8" 43" x 25 5/8" 43" x 25 5/8" J .
HxWxD X 28" X 28" X 28" IS
Work Surface Height -in | 36" 36" 36" mwg m@/
Approximate Shipping 195 195 195 oo
Weight - Ib
AWNb42 (Shown on fronf) — 2-Speed Motor, 20 Cycles, 3 Water
Electrical Requirements 120V/60 Hz AC | 120V/60 Hz AC | 120V/60 Hz AC ) - - ;
Bredker Size 15 Amp 15 Amp 15 Amp Iemperoiuv[?i:mEﬁra R|niigpnon,uiotlr'|”c Selector Switch
Motor HP 1/2 1/2 1/2 :
\Water Temperature &) 3 3
Selections
Spin Speeds - RPM 710/473 710/473 710/473
Motor Speeds 2 2 2
Fill Hoses Included v v v
Automatic Balancing v v v
System
Rear Self-Leveling Legs v v v
Porcelain Steel Outer v v v
Draintub
Tuff Guard Coatfed Top v v v I _
Variable Water Level v v v
Selector %
n
Fabric Selector Switch v J
Exira Rinse Option v v < e
Bleach Dispenser v v v ] T
Fabric Soffener v v v
Dispenser
Cycles 8 17 20
Average Water 31.4 31.4 31.4 e———=—————=)
Consumption - Gallons 3/g" |l
25 5/8" 26" TLW1980N
Agency Approvals uL uL uL 28"

ADA compliant

Made in America since 1908, Speed Queen machines are renowned for their consistently powerful performance. Whether
designed for homeowners or for commercial laundries, our washers and dryers are built to the highest standards of durability and
dependability —and backed by superior customer service.

For the most accurate information, the installation guide should be used for all design and construction purposes. Due fo confinuous product improvements, design and specifications are subject fo change without nofice.
The quality management system of Alliance Laundry Systems’ Ripon facility has been registered fo ISO 9001:2000.
Prinfed in the USA.

speedqueen.com

) Speed Queen.
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